
  

THERMOMETRY
EN ISO 6941 | ECE-R 118 Annex 8
ISO 6941 | ECR-R 118-8 Tabletop

SCOPESCOPE
The test device enables tests of textile materials in reac-
tion to a short contact with a small flame. 

This device is a tabletop model designed for installa-
tion in a laboratory fume hood.

PRINCIPLEPRINCIPLE
The test specimens of a set of specimens are succes-
sively exposed to a flame for a certain time. 

The propagation of the flames in vertical direction is 
tested. The time elapsed between the start of the test 
and the tearing of marking threads is measured.

FEATURESFEATURES
Automatic detection of the tearing of the marking threads
by switching contacts (DIN EN ISO 6941)
Electronic stopwatch with measured value recording
Devices with electric burner experience:
Automated test start 

SCOPE OF DELIVERYSCOPE OF DELIVERY
Test device, consisting of test rack, burner and 
specimen holder, fine adjustment valve propane, sole-
noid valve propane, electronic stop watch
Control unit Burner movement
Specimen holder
Stencil
Drip tray
2 adjustment tips
Flame gauge

DIMENSIONSDIMENSIONS
Width x depth x height: 640 x 660 x 970 mm*
Weight: approx. 25 kg*

SUPPLIESSUPPLIES
Commercial propane gas, inlet pressure 50 mbar  
(Pressure reducer mandatory) 
Electric current 230 VAC 50/60 Hz, 500 VA

TO BE PROVIDED BY THE CUSTOMERTO BE PROVIDED BY THE CUSTOMER
Laboratory fume hood

OPTIONAL ACCESSORYOPTIONAL ACCESSORY
Electrical burner movement with trimer
Pressure reducer
Laptop

* Our products are constantly evolving. For this reason, the actual dimensions may differ. 
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